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INVITATION TO BID 
 

 
The Sanitary District of Decatur, Illinois will receive bids as follows: 
 
 
Product:   Hydraulic Pumper and Accessories 
 
Purchase Period:  One-Time Purchase  
     
Bid Time and Date:  10:00 a.m., C. D. T., June 10, 2025 
    Bids will be opened immediately thereafter. 
    Late bids will be returned unopened. 
 
Bid Price Firm:  60 days from bid date. 
 
Bid Submission:  Sealed envelope to: 
 
    Director of Maintenance – J. D. Malone 
    Sanitary District of Decatur 
    501 Dipper Lane 
    Decatur, IL 62522 
 
    Marked on the outside of the envelope: 
 
    Bid for Hydraulic Pumper and Accessories 
    Due:  10:00 a.m. 
             June 10, 2025 
 
The Sanitary District of Decatur reserves the right to reject any or all bids or to accept any 
bid considered advantageous to the District. 
 
 
 



P a g e  2 | 5 
 

SPECIFICATIONS FOR EQUIPMENT TO SUPPLY 
 

SCOPE 
 
The Contractor shall supply and deliver (1) Trailer Mounted Hydraulic Pumper, (1) 4” 
Submersible Sludge Pump Head, (1) 6” Submersible Sludge Pump Head, and (1) 1” 
& 1-1/4 x 50’ 2-wire line set w/ brass quick disconnects.   
 

 
I. Bidder’s Responsibilities 

The bidder shall satisfy all conditions and qualifications set forth in the invitation to 
bid, instructions, and specifications. Failure to do so may render the bidder’s 
proposal invalid and unacceptable. 
 
The bidder shall explain and describe all exceptions to these bid specifications.  The 
explanation and description shall be submitted in duplicate with the Bidder’s bid.  
Please note that the taking of any exception may result in the bid being deemed 
non-responsive if it is determined by the District to be a material variance from the 
specifications and bidding documents. 
 
The bidder shall fill out and sign the attached bid summary sheet. 
 
Questions pertaining to these specifications may be directed to J. D. Malone at 
217/422-6931, ext. 226. 
 

II. Technical Specifications 
 

 
Approved Manufacturers:  
A. D&D Machine and Hydraulics, Inc – (239)275.7177  
B. Gorman-Rupp Pumps – (419)755.1011  
C. Thompson Pump – (386)767.7310  
D. Or Approved Equal  
 
SERVICE CONDITIONS  
1. Liquid pH. 6-7  
2. Maximum liquid temperature. 100 ° F  
3. Maximum solids concentration, by weight. 6 %  
4. Site elevation. 600 ft  
 
PERFORMANCE AND DESIGN REQUIREMENTS  
A. Power Unit shall include the following:  
1. Appropriately sized Tier 4 Diesel Engine  
2. Units shall be equipped with residential type muffler.  
3. DOT Highway trailer shall have fenders, electric brake kit and be equipped with 
lights for day or night towing.  
4. Trailer mounted engine and pump system shall have fuel tank with capacity for 8 
hours of continuous operation at full capacity and a heavy-duty lifting frame and eye.  
5. Trailer shall have standard pintle hitch (3” ring) with high speed 6000# axle steel 
rims and highway tires (ST225/75D15). Four leveling jacks shall be included, one on 
each corner.  
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6. Enclosed electronic control panel to include oil pressure gauge, engine 
temperature gauge, amperage meter, start switch, stop switch, hour meter and 
preheat indicator mounted with rubber isolators.  
7. Engine and system to be protected by automatic shutdown system covering: 
engine overheat, low engine oil pressure, loss of hydraulic oil, and hydraulic 
temperature overheat.  
 
 
PUMP HEADS 
A. Hydraulically driven submersible pump heads shall be designed for the following 
operating conditions:  
1. Vane-type Hydraulic Motor driver 44 gpm @ 2,250 psi  
2. Impeller Hardened Steel  
3. Bearing Carrier Hydraulic Oil Lubricated  
4. Pump Shaft 304 Stainless Steel  
5. Pump Specs 6” 1250 gpm @ 20’ TDH and 4” – 900 gpm @ 20’ TDH  
Note the power unit shall be coordinated so that both 4” and 6” pump heads 
comfortably operate at the design point condition.  
6. All specified conditions shall be at rated speed, unless otherwise indicated.  
7. Minimum pump connection size. 6 in  
8. Solids Passing Ability 3 in  
 
HYDRAULIC SYSTEM  
A. Vane-type Hydraulic Pump  
B. Hydraulic Tank 75-Gallon  
C. Built-in strainer 100 micron  
D. Return line filters (spin-on type) 25 micron  
E. Relief valve Pre-set at factory  
F. System monitor pressure gauge Liquid-filled Stainless Steel  
G. Breather Cap Filter-Style Reservoir  
H. Oil Cooler Hydraulic  
I. Mechanical Seals Tungsten or Ceramic Material  
J. Fully-automatic safety shutdowns for low hydraulic oil level and hydraulic oil 
temperature  
K. Environmentally friendly (zinc-free) hydraulic oil, filtered to Hydraulic Institute 
Specs  
 
PUMP CONSTRUCTION  
A. Drive Shaft  
1. Each drive shaft shall be of solid or hollow design and shall be fully machined or 
ground to size and polished. The drive shaft shall be of ample size to transmit the 
maximum applied power at the maximum specified differential pressure and to carry 
all applied radial loads without excessive deflection.  
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A. Shipping and Delivery 
 
The manufacturer shall provide a half day of onsite training the day of delivery.  

 
Notification of delivery shall be done with 72 hours of advance notice and must be a 
weekday between the hours of 8am and 2pm.  

 
B. Method of Payment 

Payment terms will be NET30 after the completed truck and invoice are received.   
 

 
III. Additional Requirements 

 
A. Incurred Costs 
The District will not be liable, under any circumstance, for any costs incurred by Firm 
in replying to this Bid.  
 
B. Taxes  
The District is exempt from state and local taxes. A copy of our tax exempt 
certificate can be supplied by request.   
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SANITARY DISTRICT OF DECATUR 
HYDRAULIC PUMPER AND ACCESSORIES 

BID SUMMARY 
 
 

     Manufacturer*            
 
      

Total Bid price*: $         

This Bid Summary sheet shall be returned with all other Bid Documents. 
 
Complete specifications for hydraulic pumper, 4” pump head, 6” pump head, and line set 
must be provided with the bid documents.  Any deviations or “or equal” substitutions 
must be highlighted.   

 
Any exceptions to the specifications shall be submitted with the Bid Documents. 

 
The Bidder declares that he has examined the specifications for “HYDRAUILIC PUMPER 
AND ACCESSORIES” and all other bid documents and has full knowledge of the work to 
be performed and the materials to be supplied and the conditions under which the work 
shall be performed, and the material supplied. 

 
Further, the Bidder agrees to comply with all provisions of these Specifications, the 
Invitation to Bid, Bid Summary, and all other Bid Documents. 

 
COMPANY NAME*:             

 
 

REPRESENTATIVE’S NAME*:            
 
 

REPRESENTATIVE’S SIGNATURE*:         
 
 

REPRESENTATIVE’S EMAIL ADDRESS*:          
 
 

DATE*:        TELEPHONE*:          
 
 

MAILING ADDRESS*:             
 

              
 

Note: * These fields are required. 


